COMPANY WITH

VEX SELF-CLEANING FILTERS MANAGEMENT SYSTEM
CERTIFIED BY DNV

PHYSICAL CHARACTERISTICS AND DYDY
OPERATING CONDITIONS OF THE FILTER 15045001

SINGLE-CARTRIDGE SELF-CLEANING FILTERS WITH SCRAPER
PHYSICAL CHARACTERISTICS AND OPERATING CONDITIONS OF THE FILTER

COMPANY

ADDRESS

CONTACT

PHONE

E-MAIL

DATA REQUIRED FOR FILTER DEFINITION

INLET FLUID FLOW RATE (MC/H)

INLET FLUID PRESSURE (BAR)
MINIMUM REQUIRED PRESSURE OF THE FLUID EXITING THE FILTER  (BAR)

TYPE OF FLUID

OPERATING TEMPERATURE (°C)

QUANTITY OF SUSPENDED SOLIDS (GR/L)

TYPE OF SUSPENDED SOLIDS

PRESENCE AND NATURE OF CORROSIVE SUBSTANCES, IF ANY

IMPURITY SIZE (Microns/
Millimetres)
AVAILABLE ELECTRICAL ENERGY (V.W)
AVAILABLE COMPRESSED AIR (BAR)
REQUIRED FILTRATION GRADE (Microns/
Mesh)
DESIGN PRESSURE (BAR)
DESIGN TEMPERATURE (°C)
MAXIMUM ALLOWABLE FLOW RATE (MC/H)
REFERENCE STANDARDS
Control Panel + Transducers (Standard) D
No Differential Pressure Gauge
CONTROL Electrical Panel + Differential Pressure Gauge D
Differential Pressure Gauge Only D
Pneumatic Drain Valve (Standard) D
DRAIN
Electric Drain Valve D
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